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Design\01

LIGHT POLE 'A' RELOCATED HERE.

CONTRACTOR TO COORDINATE RELOCATION OF \

EXISTING LIGHT POLE WITH POWER PROVIDER
~

DRAFT L

{ZGRANITE HEADER CURB, TYP.

{Z)CONCRETE SIDEWALK, TYP.

(@ ASPHALT ROLL CURB
5" WHITE THERMOPLASTIC PAVEMENT

& TYPE 'A' HC RAMPS

= TYPE 'B' HC RAMP
5" WHITE THERMOPLASTIC PAVEMENT STRIPING, TYP.

EV CHARGING STATION STRIPING, TYP.

5" WHITE THERMOPLASTIC PAVEMENT STRIPING AT ROLL CURB EDGE TYP.
FULL DEPTH ASPHALT PAVING

PARKING LOT TO RECEIVE 1.5" OVERLAY ONLY, NO MILLING
CONCRETE SIDEWALK, TYP.

STRIPING AT ROLL CURB EDGE, TYP.

e g WS
CONCRETE SIDEWALK, TYP.

EV CHARGING STATION STRIPING, TYP.
MAINTAIN ACCESS DRIVE, TYP.

FULL DEPTH ASPHALT PAVING
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—_—_— 5" WHITE THERMOPLASTIC PAVEMENT STRIPING AT ROLL CURB EDGE, TYP. —— Zn
———— ASPHALT ROLL CURB{Z) E i é
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CONCRETE SIDEWALK, TYP.3 Sy E &,
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GENERAL NOTE: ¢ — oz
o>
1. RESET ALL EXISTING GRANITE CURB 0N Ozx
TO 6" ABOVE FINISHED ASPHALT wQIoz
GRADE. MINIMUM LENGTH SHALL BE scaLe: 1resor O < (nES
3FT. == O I
oo r 2o VY529
2. PROVIDE UNIT PRICES FOR 25% NEW — E nZ <L
GRANITE CURB SURVEY CONDUGTED BY TERRAVARK = v
EERRy HOA, MARETi GEORGIA 30055 O xy
3. PROVIDE UNIT PRICES FOR CONCRETE o 4211027, CRAWNG 41 16 08 - e}
HEADER CURB AS A BID ALTERNATE. <
o
4. PROVIDE UNIT PRICE FOR ASPHALT PARKING COUNT:
PATCHING PER DETAIL 1/SD1. 1. NET NEW SPACES =5
2. PARALLEL SPACES = 14
3 HCSPACES =8 (4 NEW)
ARBORIST NOTE: 4. TOTAL SPACES = 266 KA N Y
THIS PLAN SHALL BE ACCOMPANIED BY A TREE S ASSTOWN
CONSERVATION PLAN AND PRESCRIPTION TAYOUTNOTES. —
1. ALL RESET GRANITE CURB TO BE PRESSURE WASHED CLEAN OF STAINS.
AN AROBOR‘CULTURESPRESCRIPT‘ON SHSL:'SBE 2 INSTALL JOINTS WHERE SHOWN. ALIGN ON WALLS, BUILDINGS, RADII, ETC. EVENLY
PERFORMED BY AN ISA CERTIFIED ARBORIST. SPACE BETWEEN ELEMENTS AS SHOWN. PROVIDE EXPANSION JOINTS BETWEEN
CONCRETE PAVEMENT AND VERTICAL ELEMENTS (WALLS, CURBS, ETC.).
B R S e e 3. LAYOUT ALL CURVES SMOOTHLY WITH NO ABRUPT CHANGES AT TANGENT POINTS.
4. GENERAL CONTRACTOR RESPONSIBLE FOR INSTALLATION OF ALL SLEEVES
5. ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED. fror
I"g"g‘;ébggg"%"?;giééfﬂ“e CURB AND PAVEMENT J 6. LAYOUT ALL ELEMENTS IN FIELD AND CONTACT OWNER'S REPRESENTATIVE FOR 15090.00
‘ APPROVAL BEFORE BEGINNING ANY CONSTRUCTION.
Z 7. CONTRACTOR TO TAKE ALL PRECAUTIONS TO FIND AND AVOID SITE UTILITIES. ALL S1

ALL WORK PERFORMED SHALL BE IN ACCORDANCE
WITH ANSI Z60 STANDARDS.

LIGHT POLE 'B' RELOCATED HERE.
CONTRACTOR TO COORDINATE RELOCATION OF
EXISTING LIGHT POLE WITH POWER PROVIDER

(SHADED AREAS)

1-800-282-7411
Know what's below.
Call before you dig.

NEW EDGE OF ASPHALT PAVEMENT

BIO RETENTION BASIN

NEW CHAIN LINK FENCE AND
GATES TO MATCH EXISTING

CONCRETE SIDEWALK, TYP.

(SHADED AREAS)&D)

==
—

ARCHITECTURE
ENGINEERING

PLANNING
CPLteam.com

<
L

DRAWINGS SCHEDULE

No.| Date [ Description

10/10/2019

Utilities Protection Center, Inc./

UTILITIES ARE NOT SHOWN ON DRAWING. VERIFY LOCATIONS AND CONSIDER WHEN
ESTIMATING.

8. ALL GRADE ELEVATIONS AND HORIZONTAL CONTROL TO BE SET FROM PROJECT
BENCHMARK NOTED ON PLANS.
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~ SHADED AREA TO RECEIVE 6
C- INCH OF MULCH FLUSH TO

TOP OF CURB, TYP.

SEE DEMO PLAN.

Dkt e ek e = NN

SHADED AREAS TO MANUALLY
RECEIVE 6 INCH OF MULCH, TYP.

SEE ARBORIST NOTE ON THIS
SHEET FOR THIS AREA.

=

TREE PROTECTION FENCE, TYP.

THIS AREA SHALL BE MANUAL WORK ONLY.

SEE ARBORIST NOTE ON THIS SHEET.

L ———SEE ENLARGEMENT 'A' BELOW

20

SHADED AREA TO RECEIVE MULCH
FLUSH TO CONCRETE, TYP.

1-800-282-7411
Know what's below.
Call before you dig.

1.——SEE ENLARGEMENT 'C’' ON SHEET LS4

ARCHITECTURE
ENGINEERING

PLANNING
CPLteam.com

<

SHADED AREA TO RECEIVE
MULCH FLUSH TO CONCRETE
AND TOP OF CURB, TYP.

TREE PROTECTION FENCE, TYP.

IRRIGATION:
1. Contractor to install and maintain temporary
irrigation system.

BACKFILL CURB AND
PERMANENT SEED FLUSH TO
TOP OF CURB()

2. Temporary irrigation shall be limited to a
period of one year, be placed above ground, be
equipped with reduced pressure backflow
prevention, isolation valve, timer/controler and be|
removed by the contractor after the one year
period is reached or when landscape is
established.

3.SEE NOTES ON SHEET LS2

&
SEE ENLARGEMENT 'B' BELOW’\ /
=

DRAWINGS SCHEDULE

No.| Date [ Description

THIS AREA SHALL BE MANUAL WORK ONLY. k
SEE DEMO PLAN. 3
SEE ARBORIST NOTE ON THIS SHEET.

ARBORIST NOTE:
THIS PLAN SHALL BE ACCOMPANIED BY A TREE
‘CONSERVATION PLAN AND PRESCRIPTION.

AN ARBORICULTURE PRESCRIPTION SHALL BE
PERFORMED BY AN ISA CERTIFIED ARBORIST.

ALL WORK IN THIS AREA SHALL BE UNDER THE
SUPERVISION OF AN ISA CERTIFIED ARBORIST.

MANUAL REMOVAL OF EXISTING CURB AND PAVEMENT)
] 1S REQUIRED IN THIS AREA.

ALL WORK PERFORMED SHALL BE IN ACCORDANCE
WITH ANSI Z60 STANDARDS.

RECEIVE 6 INCH OF MULCH, TYP.

T T TT—=——_, _ THIS AREA SHALL BE MANUAL WORK ONLY.
SEE DEMO PLAN.
SEE ARBORIST NOTE ON THIS SHEET.

—_—

SHADED AREA TO MANUALLY
RECEIVE 6 INCH OF MULCH, TYP.
4

THIS AREA SEE SHEET LS4
BACKFILL AND PERMANENT

SEE ARBORIST NOTE ON THIS
SHEET FOR THIS AREA.

|1

—

BACKFILL AND PERMANENT
SEED FLUSH TO TOP OF CURB()
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BACKFILL AND PERMANENT oD
\>> SEED FLUSH TO TOP OF CURB

L}
ENLARGEMENT 'B'

CITY OF BROOKHAVEN
BLACKBURN PARK
PARKING LOT IMPROVEMENTS
3493 ASHFORD DUNWOODY ROAD
BROOKHAVEN, GEORGIA 30319
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ScAE AS SHOWN

LANDSCAPE PLAN

[ 1509000 |
LS3
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PA (14) 2z
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RH (56) £l %
PA (38) QM (1) A-s00-282-7a411 5 o <Z(
Know what's below. xz_
AV (61) CL (69) Call before you dig. <o
IV (48) HQ (3) o J
e o W
RH (87) )
IV (79)
CL (79) DI a/ \F I
PA (34)
RH (70)
DRAWINGS SCHEDULE
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‘ IRRIGATION:
1. Contractor to install and maintain temporary
SOD, TYP. irrigation system.
IV (54)
CA (5) 2. Temporary irrigation shall be limited to a
period of one year, be placed above ground, be
HQ (2) equipped with reduced pressure backflow
PA (35) prevention, isolation valve, timer/controler and be|
IV (41) removed by the contractor after the one year
period is reached or when landscape is
established.
3.SEE NOTES ON SHEET LS2
1011012019
PLANT MATERIAL
SEoL SCENTIHE NANE T COMNON WAV CounT Sz
TREES
AA AMELANCHIER ARBOREA SERVICEBERRY 3 2 CAL.B8B, 8 HT. MIN
il TAXODIUM DISTICHUM BALD CYPRESS 8 3."CAL. B&B, 8 HT. MIN
AV (18)
Q QUERCUS MIC arc X3
IV (168) M UERCUS MICHAUXII SWAMP CHESTNUT OAK 3 AL B&B, 8' HT. MIN '(Q
cL () SHRUBS =z E 9(
L (o)
TD (3) cA CALLICARPA AMERICANA BEAUTYBERRY 19 3GAL Sy E &,
AV (85) HQ HYDRANGEA QUERCIFOLIA OAKLEAF HYDRANGEA 16 3GAL % % > E %
AA (3) GROUNDCOVER oo 8 83
ENLARGEMENT 'C' % AV ANDROPOGON VIRGINICUS BROOMSEDGE 164 1GAL @18'0.C. O Za 2 &
HQ (5) 2l ° ‘B cL CHAZZMANTHIUM LATIFOLIUM INLAND SEA OATS 223 1GAL @ 24" O x z % I
CA () v RIS VERSICOLOR BLUE FLAG RIS 390 1GAL @18'0.C. a4 c:Q) -0z
PA PENNISETUM ALOPECUROIDES FOUNTAIN GRASS 121 1GAL @24'0.C. o\ 6 8 %
RH RUDBECKIA HIRTA BLACK-EYED SUSAN 269 1GAL.@18'0.C. L U —102Z
[T
OTHER MATERIAL O :’: @) z 8
&
‘ ‘ R >mZ <2
AGED HARDWOOD MULCH 18,300 SF 4 DEPTH — o
— o
LT BERMUDA SOD TIFWAY 419 BERMUDA 10,200 SF U iK( ;‘;
o
I R
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sonE AS SHOWN
“TANDSCAPE PLAN
ScaLe: 17=z0"
o o 20 0






